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Verwendungszweck

Entralmung von Milch tnd Molke, Reinigung und
Standardisicranyg von Milch IMindesttemperatur bei
aljen Eismatzpebieten 29 UL

Einsatzgebiet
Maolkerewen
Kalsuraen

Trommel

Divser Separator ist mit ciner seibstentlcerenden
Tl tromume] ausgestatet, dic mit einem
Iyddeaulisch bewepten Kolbenschivber zum Schlicfen
nid Offnens der Tromme! versehen st

Zulauf und Ablauf |
Zu- und Ablaul dos Produktes erfolgen .

durch vin geschlossenes Leitungssystom, — ﬂ
Zwischen feststohenden Ammaturen and =
rotwrender Trommel sind keine Dich- (=
wungen erforderlich. 4 'Ji .'
Produkanschilsse  entsprochend // j !) }
PIN 11851 baw. 180 2037 r/4 |I

Vi g 54 ’

I\

Function

Separation of milk and whey, clarification awl slamdar-
disation of mitk Gyimuaan lemperatureis 25 °C forall
applications).

Application
Llairies
Chieese lacteries

Bowl

This separator is equipped with a seif-cleaning digc
bowel with hydraulivally operated piston for opening
and closing the ejection ports of the bewl.

= Feed and discharge
The product Is fed into and discharged from

- \lhe howl throuh a closed pipe system.
|

rolating bowl and the feed and
disharge connections, The product
pipe connections conform to
DIN 11831 o 150 2137,

‘There are ne seals between the

Gestell und Antrieb VAR ) “ N\ Frame and drive

Das Costedt ist aus Gul- /"' — j!: /) ‘_,.I’r A *"\ A \\ The cast-iron frame is
eisen und it nicht / b=f £/ i A clad with stainless
rostendern Stald ume- IB= /< [ \, \U; | stoel.

kleidet,  Der  Antrieh = L_‘ / ,-.‘:’ »,l /J‘ | The machine is

efolgt durch einen ' 'ﬂa‘ ‘P =] W e 1 driven by a three-
Drchstrommotor,  dur '\‘_'lh:fj" 1 i phase AC motor which
chenfalls mit nicht- ] — == - is additionally clad
rostendem  Stahl /,_ weith stainloss
umkleidet ist. steel.

Ale Lagerstollen werden selbstticy von cinem
zentralen Olbad aus geschmierls

Werkstoffe

Alie mit dem Schicndergut in Bertihrung kommaenden
Tuile sind aus austenitischen Cr-Ni-Ma-Stihien oder,
firr moechaniscl hachbelaslete Trommelteile, aus
weichmartensitischen Cr-Ni-Mo-Stahlen bzw. aus
Duplexlegiorungen,

Uie Dichtungon sind aus gummiclastischen Werk:
stoffen {Elastomoerend geferliph.

Chemische Reinigung (CIP)

Nach Produktende oriolgt cine chemische Reinigung
(Cl = cleanimgein-places.

1die Reimgunpsilussigkeit wird im Kreistauf dusch den
Separator und das engoschiossone Syalvm gepumpt,
IHierbed wivd der durch den Separiereffekt in der
frommel ausgeschleuderte Feststoff aus der
Remigungsflissigkeit zentrhugient,

All bearings are splash-lubricated from a central oil
bath,

Materials ,

All parts coming into contact with the product are
mide of austenitic Cr-N-Mo stedl or, in the case of
mechanically highly stressed bowl paris, of soft
marteanitic Cr-NiEMo stee] or duplex atloys.

The gaskels ave made of rubber-elastic materials
{elastomers),

Cleaning-in-place (CIP)

Once the product flow has stoppesl, deaning-in-place
ix carried oud,

The deaning solution is cireulited through thi eentri-
fuge and the contieeted syster. The solids spon-oat by
the geparation effect i e bow! are L'lmlrittlgﬁl ol of
the cleaning fiquid.



MaBe
Dimensions
A B8 c D
MSD 30 1250 | 778" | 1150 | 1600
MSD 50 1325 | 905 | 1210 | 1750 |
MSD 60 1325 | 905 | 1210 | 1750
MSD90 . 1990 | 1030 | 1610 | 2300
— — — ? —_
MSD 130 1990 | 1030 | 1610 | 2300
|
'MSD170 | 2055 | 1105 | 1755 | 2540
MSD 200 2055 | 1105 | 1755 | 2540
! MSD 250 | 2050 | 1105 | 1800 | 3000
L B .

itnmm




Leistungen und Zulaufdricke
Capacities and feed pressures

Effeliviestung (ileh- und Molkeantrahmung s
{ Hecive copacity (milk and whey separation®)
Zdlaufdiusk am Separateremipul
Feed pressure on separator injet

Nennlestung™ ™
(Reinigung urid Standardisierung vor Milch)
Rated copatity**
{etarification and standardization of mitk)
Zulaufdruck arm Separatoreinlaul
Feed prossure on wparator inket
< Do Mielkpommmorsaeg £8 itie A BER VTG wiv) S £oint o dor Mk
Whiie W Etorlenien Labmumel i abhargn.
2yt eprating Wioy, e EREYTRE SapSCTY IR CH T 1) dheers e péadenm
£ 1 ey 0 the B e el Mg sl
o O B g i <ble el D0 OTnatl eyt ol Trgesired e
* g parkeed caguacity vathieaTen T rE OO ety Of the Lond

Technische Daten
Technical data
TrammeHowt

Feststoffraunyinhalt
Selide holding space

Drehstrmmmoton Three-phase AC motor
NennlelstungRating

Steuerasrseroedar[lOperating water requirernent
- fur impulsortige Schiliefhwaserzututr

{or pulsebke clasing water feed
~je Enfleerungiper ejection:

KihlwasserbedarfiCooling weater teguirement

pindestrraglast flir Hebezug
Minimum fifting capacity for hoist

kw

h

¥h

kg

MSD 30-01-076

4000

cafapprox 14

S0

1a.fapprox. 2,

15

7S

30
20

| MSDS0-01-076 | MSD 60-01-076

S000

¢a.dapprox. 0,5

7500

! @ japprox. 1,5

75

-}

I

1050

catapprox. 05

10500
ca fapprox. 1,5

1

Gewichte und Versanddaten
Weights and shipping data

Separator
Gewichit\Waignt nettoinet
bruttodgross
KistenmaBe (Lange, Breile, Hohe)
Parding wase dinpormons & x W = H}

TrommelBow|
Gewicht\WWeight netta/net
bruttovgross
Kistenmalie (Lange, Breite, Haha)
Packing case dimensions (L x W x H)

pMoter
GewichitM/eight  nettoinet
brultoigross
KisteninaBe (Lange, Brelte, Hohe)
Packing cese dimensions L x W H)

Worsanitwolumen
Shipping volume

kg
kg

nm

kg
kg

kg
kg

mm

620
77

1550 2 1100 x 1200

106

w

205

780

1550 x 1100 x 1200

220

205

850
1000

1550 x 1100 x 1200

230

205




M50 90-09-076 | MSD 130-01-076 MSD 170:01-076 MSD 200-01-076 MSD 250-01-076 MSD 300-01-777
| |
| |
QLD 15000 20000 25000 30000 35000
1
wajapprox. 05 | calapprox 1,0 catapprox. 65 e fapprox. 1,5 <@ fapprox. 05 ca.fapprox 1,5
15000 22000 30000 32000 35000 A5000
v fapprox. 1,6 cafanprok 2,0 catappron. 20 ca.fappos. 2,3 cafapprox. 1,5 calapprox. 2.5
55 55 1 11 125 125
185 22 22 30 a7 137
30 30 30 30 30 30
0 20 20 20 26 ;3
- . = = 180
500 1000 1000 1000 1500 1500
B | —
|
1390 I 1410 1480 1540 1610 070
1640 1660 1750 810 1880 2370
1800 x 1350 x 1130 1800 x 1350 x 1430 ‘wsexmwm?su 1850 % 1400 x 1750 | 1850 x 1400 x 1750 | 2200 x 1500 x 1750
4490 | 520 810 840 1030 1060,
550 . 580 880 210 1120 1150
. | . .
100 % 700 x 850 700 % 700 % BSO 800 x BOO0 x 950 800 x 80O x 950 870x 870 x 1020 B870x870% 1020
|
- . - 810
- - = 910 @Q}
) (ol
N N . = - 1300 x BS0 X 1100 :
33 \ 39 ! 515 515 53 78 £
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Wastfalia Separator AG - Separation Technology - WoenernHablg-Strafle 1 - D-$9302 Oelde (/. Germany)
Phone +49(0) 2522777-0 - Tax +49 {0) 2522 7 77-2488 - Internen; hupiveww wostialia-separatarcom
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